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PRODUCT INFORMATION                                                


Product Description:
Fluorosilicone silicone sheeting is designed to be used in applications where extreme temperatures exist.  Fluorosilicone silicone exhibits a wish list of characteristics including superb chemical resistance, high temperature performance, good thermal and electrical resistance, long-term resiliency, and easy fabrication.  It also possesses excellent UV and ozone resistance. Silicone is odorless, tasteless, chemically inert and non-toxic.  Fluorosilicone is resistant to harsh chemicals, fuels, oils and solvents.

Common Applications:

Silicone rubber can be used for insulating and cushioning electronic assemblies.  It is used gaskets, seals, vibration mounts, thermal shielding and grommets. 

TYPICAL PROPERTIES

	Property
	Test Method
	Silicone Rubber

	Specific Gravity, G/CC
	ASTM D297
	1.45

	Durometer, Shore A
	ASTM D2240
	60

	Tensile Strength, psi
	ASTM D412
	900

	Elongation, %
	ASTM D412
	200

	Tear, psi Die “B”
	ASTM D624
	40

	Temperature Range
	ºF
	-65 to +450

	Volume Change Fuel “C” 22 hrs @ 77ºF %
	
	20%
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Available Industry Specifications:

MIL-R-25988 TY2 Cl1 GR60, AMS3325

Fluorosilicone 


 Solid Silicone Rubber,


 60 durometer














Note:   The above values are typical properties and are provided for information only.  They should not be used to set specification requirements.  It is up to the end user to determine whether the material is suitable for the intended application.


