CS Hyde Company

1351 North Milwaukee Avenue

Lake Villa, IL 60046

800-461-4161; Fax 847-395-0535
24-GRN Green Polyester Tape
High-Temperature Masking Tape
DESCRIPTION 

Polyester film, single coated with a silicone pressure sensitive adhesive.
APPLICATIONS 
· General-purpose high temperature masking and powder coating applications

PRODUCT BENEFITS 
· High-temperature silicone adhesive

· Withstands 400°F baking cycles

· Removes cleanly after use

TECHNICAL PROPERTIES

Total Thickness (no liner)



         

.0033” (.084 mm)
Adhesive Thickness (silicone)                                                        .0013” (.033 mm)

Carrier Thickness (polyester)                                                          .0020” (.050 mm)   

Adhesive Color                                                                                Green

ADHESIVE TEST DATA

Peel Adhesion (PSTC 1)                                                                  Oz./Inch     (N/25mm)  

                                                                                                                35                 10

Tensile Strength
                                                                       lbs./Inch     (N/100mm)   

                                                                                                            50              286           
Elongation                                                                                     100%

RECOMMENDATIONS 
Application to Surface:  Unwind adhesive film or tape and apply the adhesive side to the mounting surface.  Apply firm pressure.  Recommended application temperature to achieve best results is 65( F (18( C) or above. Proper bonding may not occur unless adhesive and surface materials are both at 65( F (18( C) and above (ambient).
NOTE:
1. When applying pressure sensitive adhesive films to any surface, be sure that the surface is free from oil or other surface contaminates such as powder, dust, or release agents. Adhesive performance should be carefully checked when used on substrates containing plasticizers.
2. Shelf life is one year from date of shipment when stored in a cool dry place below 76° F (24ºC).  
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